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INDICATIVE

A3 @ 1:100

DATUM 9.00m

NORTH ELEVATION

DATUM 9.00m

EAST ELEVATION

VV

DATUM 9.00m

WEST ELEVATION

PAINTED AND 
RENDERED WITH 
DEFECTIVE 
SAND/CEMENT AND 
LIME RENDER OVER 
BRICKWORK

V

CLAY RIDGE TILE

V

RENDERRENDER

SOUTH ELEVATION

DATUM 9.00m

AB

FLUSH POINTED BRICK 
ERODED BACK TO SOFT RED 
BRICKS ENGLISH BOND 

RENDER

ENGINEER BRICK CAPPING

FELT OVER TIMBER  CAPPING

PAINTED SOFTWOOD 
FACADE FORMING 
PEDIMENT, DENTILS, 
ENTABLATURE ETC.

PLASTERWORK FRIEZE

REMAINS OF PAINTED AND 
RENDER WALL ERODED TO 
EXPOSE FLUSH POINTED 
BRICKWORK  

TIMBER CAPITALS 
-MINOR CRACKING

STONE PLINTH

PORTLAND STONE STEPS -3 
STEPS 130 RISE

SW PLINTH

SW DADO 
RAIL

DAMP PENETRATION FROM 
RWP OUTLET

CEMENT RENDER 
BUILT-UP OVER DETAIL 
OF FRIEZE

COLOURWASH AND 
LATER  PAINTWORK 
TO INTERNAL WALLS, 
COLUMNS AND 
CAPITAL S

PAINTED AND 
RENDERED COLUMNS 
AND EXTERNAL WALLS 
WITH SAND/CEMENT 
RENDER BUILT UP 
OVER COLUMNS 

RENDERED COLUMN BASE
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SCALE 1:100 RWPRWP

CH
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U/S CORNICE
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UP

PLINTHSTONE
FLOOR

STONE 
PLINTH

+9.569.56+
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+10.00

+
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TBM

SKT.HT.250

U/S DADO
750

3750

TOP CORNICE
4050

1

2

3

FLUSH POINTED BRICK 
WITH REMAINS OF 
LIMEWASH AND 
RENDER

PAINTED RENDER. 

FLUSH POINTED BRICK 
WITH REMAINS OF 
LIMEWASH 

Rise=130mm

A

A

HEVENINGHAM  HALL 
DWG No. TEMPLE 101
EXISTING TEMPLE CONDITION
SCALE 1:100, 1:50 @A3

SECTION AA 1:50

PORTLAND STONE STEPS

RENDER

LATH AND PLASTER 
CEILING -DAMP 
PENETRATION AND 
SUBSEQUENT 
COLLAPSE TO CENTRAL 
SECTION

COLOURWASHED WALLS 
OVER SAND/LIME PLASTER 
-SIGNS OF DAMP 
PENETRATION, CRACKING 
WITH AREAS OF DEFECTIVE 
PLASTERWORK PULLING 
AWAY FROM THE WALL

TIMBER DADO RAIL

PLASTER SKIRTING WITH 
TIMBER LIP

LATER ENGINEER BRICK 
CAPPING WITH 
DEFECTIVE LEAD 
FLASHING

OAK ROOF FRAME WITH 2 PAIRS 
PRINCIPLE RAFTERS, 7 COMMON 
RAFTERS AND PURLIN TENNONED 
INTO PRINCIPLE RAFTER. ALL IN GOOD 
CONDITION. SLIGHT MOVEMENT TO 
PURLIN

PRICIPLE RAFTER 175X120

C

PUR

220X220 OAK WALL PLATE

BRICK INFILL

DECORATIVE FRIEZE ONTO 
LATH AND PLASTER ONTO 
TIMBER FRAMED GABLE WITH 
BRICK INFILL PANELS

220X220 OAK LINTEL

TYMPANUM PLAQUE AND SWAGS ON LATH AND 
PLASTER WITHIN SW TIMBER PEDIMENT SURROUND. 
PANEL FIXED ONTO TIMBER FRAMED GABLE WITH 
BRICK INFILL.
PEDIMENT DETATCHING FROM MAIN ROOF AT NW 
EAVES.
PANEL SURROUNDING BAS RELIEF HAS BEEN 
OVER-RENDERED WITH A SAND/CEMENT RENDER 
OVER OUTER DETAILING OF RELIEF WORK AND 
TIMBER CORNICE DETAILS TO PEDIMENT
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AREA OF CRACKED AND 
DEFCTIVE PLASTER

RECENT PLASTER 
REPAIRS

INSPECTION ACCESS 
Small access hole formed 
between joists in area of recent 
Plaster Repairs



INDICATIVE

DATUM 9.00m

NORTH ELEVATION

DATUM 9.00m

EAST ELEVATION

VV

DATUM 9.00m

WEST ELEVATION

VV

RENDERRENDER

SOUTH ELEVATION

DATUM 9.00m

AB

NEW LEAD FLASHING OVER TIMBER CAPPING

NEW LEAD FLASHING  OVER TIMBER  CAPPING

IN SITU REPAIRS TO 
PLASTER CAPITAL

STONE STEPS 130 
RISE

SW 
SKIRTING 
TO MATCH 
EXISTING

SW DADO 
RAIL TO 
MATCH 
EXISTING

NEW LEAD RIDGE

NEW FLUSH POINTING TO REAR 
ELEVATION. NEW MORTAR TO 
BE 3:1 SHARP SAND/LIME 
MORTAR 

SAMPLE TO BE APPROVED 

NEW RENDER TO SIDE 
ELEVATION
RENDER COAT TO BE 
SAND/LIME MORTAR BUILT 
UP OVER 2 COATS 

CEMENT RENDER TO 
BE REMOVED. NEW 
RENDER TO BE 
SAND/LIME MIX BUILT 
UP OVER MINIMUM 
TWO LAYERS. 

NEW RENDER TO BE 
SAND/LIME MIX BUILT UP 
OVER MINIMUM TWO 
LAYERS OF SCRACTCH 
COAT AND FINISH. PROFILE 
AS PER DETAIL TO MATCH 
EXISTING

NEW RAIN 
WATER GOODS 
TO BE CAST 
IRON TO MATCH 
EXISTING

STONE COLUMN BASE AND 
PLINTH TO BE CLEANED WITH 
DOFF SYSTEM PATCH 
REPAIRS TO DEFECTIVE AND 
BROKEN STONEWORK 

NEW RENDERED PROFILE 
OF COLUMN TO BE TO 
ORIGINAL LINE BENEATH 
CURRENT 
OVER-RENDERED FINISH

NEW RENDER TO SIDE 
ELEVATION
RENDER COAT TO BE 
SAND/LIME MORTAR BUILT 
UP OVER 2 COATS 

V
SLATE

V
SLATE

NEW BOX GUTTER TO REPLACE 
EXISTING BOXED ZINC LINED GUTTER 
-CODE 4 LEAD LINING AND FLASHING 
TO CAST IRON TWP HOPPER

EXISTING SLATES TO BE RELAID IN EXISTING PATTERN

PATCH 
REPAIRS TO 
LOWER 
PLASTER 
SKIRTING 
TO MATCH 
ADJACENT

AREAS OF SOFTWOOD 
FACADE FORMING PEDIMENT 
AND DENTILS TO BE REPAIR 
INSITU WITH REPAIRS MATCH 
EXISTING OR ADJACENT 
SAMPLES

CEMENT OVER RENDER TO 
BE REMOVED. NEW 
RENDER TO BE SAND/LIME 
MIX BUILT UP OVER 
MINIMUM TWO LAYERS. 

CEMENT OVER RENDER TO 
BE REMOVED. NEW 
RENDER TO BE SAND/LIME 
MIX BUILT UP OVER 
MINIMUM TWO LAYERS. 

0 1 2 3 4 5 M

SCALE 1:100

INSITU REPAIRS TO TIMBER CAPITAL. 
THIN STUCCO LAYER TO BE APPLIED 
OVER, SAMPLE TO BE APPROVED

NEW TIMBER AS SHOWN

Wall treatment External:
Existing Cement Render to be removed. Defective joints to be raked back and new 
flush pointing applied. New Sand/Lime Render to be applied, built up over 2 Coats. 
Base coat to be max. 10mm. Finish Coat to be max. 5mm
Light Stucco Ashlar  to be struck into Finish Coat. Sample to be approved
New Rendered Profile of columns to match existing

Rear Elevation
Defective Joints to be raked back adjacent to RWP where cracking or minor 
subsidence. Joints to be repointed in 3:1 sharp sand/lime mix. Mortar depth to be 10m 
max.

Wall treatment Internal:
Defective SW skirting and dado to be removed
Defective Plaster to be removed 
New Plaster Layer to be built up in two coats 3:1 sand/lime plaster. Base coat to be 
max. 10mm. Finish coat to be max. 5mm. Finish coat to have two coats lime wash, 
allow for drying between coats. 

Joinery: 
Repairs to Timber Pediment, Cornice and Frieze as detailed to be constructed to 
match existing from template
New SW Skirting and Dado to match existing from template
New skirting to match existing at base of Boxing. Dado as existing above. Base to be 
painted to match walls

Decorative Plasterwork, Capitals, Ceiling and Cornice:
Areas of defective Cornice and lath and plaster ceiling to be carefully removed. New 
lath and plaster ceiling to match existing, with 3;1 sand/lime plaster over riven 
chestnut laths. New Cornice to match adjacent samples
Damaged timber Capital to be repaired to match existing 

Roof:
Existing slate roof to be removed, recording pattern for relaying. SW boards to be 
stripped back to roof structure. Existing Oak Principle Rafters, Rafters and Purlins to 
be remain insitu. Areas of defective Lath and Plaster ceiling to be removed. 

Existing slates to be relayed over a breathing felt membrane on tanalised softwood 
battens secured with copper nails. Pattern as existing. Ridge to have new lead ridge in 
Code 4 Lead. Lead flashing to dress over new timber pediment and rear capping 
where engineered bricks removed to form weatherproof cap
New parapet gutter to be formed in marine ply with lead flashing to gutter detail.

Floor:
Stone slab floor to be regrouted. Defective slabs to be repaired and to be rebedded in 
lime/sand mortar with narrow joints as existing. Mortar to have minimal mositure 
content. Joints to be brush filled with dry sand/lime mix
 
External:
New Rainwater Goods to be in cast iron including down pipes and hopper head. 
Gulleys to be cleared and connected to new soakaway

General:
All Joinery repairs and cornice details to be like for like to match existing. Samples to 
be kept of all dismatled Joinery or Plaster details.

NEW FLUSH POINTING TO REAR 
ELEVATION. NEW MORTAR TO BE 
3:1 SHARP SAND/LIME MORTAR 

SAMPLE TO BE APPROVED 

RWPRWP

CH
2475

USB3815

UP

STONE FLOOR TO BE 
CLEANED AND 
REGROUTED AS 
EXISTING
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RISE=130MM

NEW SW SKIRTING TO 
MATCH EXISTING

NEW SW DADO TO 
MATCH EXISTING

NEW RENDER TO SIDE ELEVATION
RENDER COAT TO BE SAND/LIME 
MORTAR BUILT UP OVER 2 COATS 

INTERNAL RENDER TO BE 
REPAIRED. NEW RENDER 
TO BE SAND/LIME MIX BUILT 
UP OVER MINIMUM TWO 
LAYERS. 

HEVENINGHAM  HALL 
DWG No. TEMPLE 102
PROPOSED TEMPLE RESTORATION
SCALE 1:100, 1:50 @A3

GULLEY TO NEW 
SOAKAWAY GULLEY TO NEW 

SOAKAWAY

CEMENT RENDER TO BE 
REMOVED. NEW RENDER 
TO BE SAND/LIME MIX BUILT 
UP OVER MINIMUM TWO 
LAYERS OF SCRACTCH 
COAT AND FINISH. 

NEW RAIN WATER 
GOODS TO BE 
CASTIRON TO 
MATCH EXISTING

NEW RENDERED PROFILE 
OF COLUMNS AS EXISTING. 
WHERE LATER BUILD-UP TO 
BE TO ORIGINAL LINE 
BENEATH OVER-RENDERED 
FINISH

STONE COLUMN BASE AND 
PLINTH TO BE CLEANED WITH 
PATCH REPAIRS TO 
DEFECTIVE AND BROKEN 
STONEWORK 

A

A

0 1 2 3 4 5 M



220X220 LINTEL AS EXISTING 
WITH INSITU REPAIRS WHERE 
DAMAGED OR DEFECTIVE ON 
WEST EAVE

RENDER

INSITU REPAIRS TO TIMBER CORNICE 
AND BOXING. DEFECTIVE SECTIONS 
TO BE REMOVED AND REPLACED 
LIKE FOR LIKE, RETAINING SAMPLE

IN SITU REPAIRS TO LATH AND PLASTER 
CEILING 

LIME-BASED OFF WHITE 
COLOURWASH WALLS OVER 
NEW SAND/LIME PLASTER  
ONTO ORIGINAL FACE OF 
WALLS. PROFILE PF PALSTER 
AS EXISTING

NEW SW TIMBER DADO RAIL

NEW PLASTER SKIRTING WITH 
TIMBER LIP

SECTION AA

NEW LEAD RIDGE AND 
CAPPING OVER RELAID 
SLATES

SW DADO RAIL

PATCH REPAIRS 
TO LOWER 
PLASTER 
SKIRTING TO 
MATCH 
ADJACENT

CEMENT OVER-RENDER TO 
INTERNAL PEDIMENT AND 
TYMPANUM TO BE REMOVED AND 
NEW RENDER APPLIED INSITU

STUCCO FINISH OVER TIMBER 
PEDIMENT AND ENTABLATURE

OAK FRAMED ROOF AS EXISTING. TO 
BE TREATED FOR INSECT ATTACK

PRICIPLE RAFTER 175X120

220X220 OAK WALL PLATE 
AS EXISTING WITH INSITU 
REPAIRS WHERE DAMAGED OR 
DEFECTIVE ON WEST EAVE

DECORATIVE FRIEZE ONTO 
LATH AND PLASTER ONTO 
TIMBER FRAMED GABLE WITH 
BRICK INFILL PANELS

INSITU REPAIRS TO TIMBER CAPITAL. 
THIN STUCCO LAYER TO BE APPLIED 
OVER, SAMPLE TO BE APPROVED

DEFECTIVE TIMBER FACADE TO BE 
REMOVED TO EXPOSE WALL PLATE. 
NEW  TIMBER TO BE PATCHED IN TO 
EXISTING TO MATCH ADJACENT. 
THIN STUCCO LAYER TO BE APPLIED 
OVER PEDIMENT. SAMPLE TO BE 
APPROVED.

PORTLAND STONE STEPS AND 
COLUMN BASE TO BE CLEANED 
USING DOFF SYSTEM AND 
REPOINTED

NEW SW BOARDING 
WITH BREATHABLE 
FELT OVER

TYMPANUM PLAQUE AND SWAGS 
ON LATH AND PLASTER TO BE 
REMOVED FOR CLEANING AND 
REPAIR. REPAIRED PANEL TO BE  
FIXED ONTO TIMBER FRAMED 
GABLE AS EXISTING. EML PATCH 
REPAIR TO BE REMOVED 

NEW OAK CEILING JOISTS 100X75 TO 
SUPPORT NEW LATH AND PLASTER 
CEILING

CEMENT RENDER, OVER RENDER 
AND PATCH REPAIRS TO BE 
DRESSED BACK TO ORIGINAL 
SURFACE OF COLUMNS AND 
EXTERIOR. NEW SAND/LIME STUCCO 
RENDER FINISH TO BE APPLIED IN 
TWO COATS. SIDE RETURNS TO 
HAVE LIGHT ASHLAR FINISH

HEVENINGHAM  HALL 
DWG No. TEMPLE 103
PROPOSED TEMPLE RESTORATION
SCALE 1:50 @A3

NEW TIMBER AS SHOWN

INSITU REPAIRS TO LATH AND 
PLASTER CEILING AS DETAILED. 
DAMAGED AND LATER INFILL 
PLASTER TO BE REMOVED, 
RETAINING EXISTING LATHS WHERE 
POSSIBLE. NEW PLASTER TO BE 3:1 
SAND /LIME PLASTER WITH GOAT 
HAIR BINDING

EXISTING AND NEW LATH AND 
PLASTER CEILING TO HAVE 2 COATS 
LIMEWASH 

INSITU REPAIRS TO 
PEDIMENT

0 1 2 3 4 5 M

CEMENT OVER-RENDER TO 
INTERNAL PEDIMENT AND 
TYMPANUM TO BE REMOVED AND 
NEW RENDER APPLIED INSITU

STUCCO FINISH OVER TIMBER 
PEDIMENT AND ENTABLATURE

TYMPANUM PLAQUE AND SWAGS 
ON LATH AND PLASTER TO BE 
REMOVED FOR CLEANING AND 
REPAIR. REPAIRED PANEL TO BE  
FIXED ONTO TIMBER FRAMED 
GABLE AS EXISTING. EML PATCH 
REPAIR TO BE REMOVED 

ALL INTERNAL JOINERY AS EXISTING



HEVENINGHAM  HALL 
DWG No. TEMPLE 104
PROPOSED TEMPLE RESTORATION
SCALE 1:200

TRACK WAY
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